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(g) No part of the exhaust system 
shall leak or discharge at a point for-
ward of or directly below the driver/ 
sleeper compartment. The exhaust out-
let may discharge above the cab/sleeper 
roofline. 

(h) The exhaust system must be se-
curely fastened to the vehicle. 

(i) Exhaust systems may use hangers 
which permit required movement due 
to expansion and contraction caused by 
heat of the exhaust and relative mo-
tion between engine and chassis of a 
vehicle. 

[53 FR 49401, Dec. 7, 1988] 

§ 393.84 Floors. 
The flooring in all motor vehicles 

shall be substantially constructed, free 
of unnecessary holes and openings, and 
shall be maintained so as to minimize 
the entrance of fumes, exhaust gases, 
or fire. Floors shall not be permeated 
with oil or other substances likely to 
cause injury to persons using the floor 
as a traction surface. 

[53 FR 49401, Dec. 7, 1988] 

§ 393.85 [Reserved] 

§ 393.86 Rear impact guards and rear 
end protection. 

(a)(1) General requirements for trailers 
and semitrailers manufactured on or after 
January 26, 1998. Each trailer and 
semitrailer with a gross vehicle weight 
rating of 4,536 kg (10,000 pounds) or 
more, and manufactured on or after 
January 26, 1998, must be equipped with 
a rear impact guard that meets the re-
quirements of Federal Motor Vehicle 
Safety Standard No. 223 (49 CFR 
571.223) in effect at the time the vehicle 
was manufactured. When the rear im-
pact guard is installed on the trailer or 
semitrailer, the vehicle must, at a min-
imum, meet the requirements of 
FMVSS No. 224 (49 CFR 571.224) in ef-
fect at the time the vehicle was manu-
factured. The requirements of para-
graph (a) of this section do not apply to 
pole trailers (as defined in § 390.5 of this 
chapter); pulpwood trailers, low chassis 
vehicles, special purpose vehicles, 
wheels back vehicles (as defined in 
§ 393.5); and trailers towed in 
driveaway-towaway operations (as de-
fined in § 390.5). 

(2) Impact guard width. The outermost 
surfaces of the horizontal member of 
the guard must extend to within 100 
mm (4 inches) of the side extremities of 
the vehicle. The outermost surface of 
the horizontal member shall not extend 
beyond the side extremity of the vehi-
cle. 

(3) Guard height. The vertical dis-
tance between the bottom edge of the 
horizontal member of the guard and 
the ground shall not exceed 560 mm (22 
inches) at any point across the full 
width of the member. Guards with 
rounded corners may curve upward 
within 255 mm (10 inches) of the longi-
tudinal vertical planes that are tan-
gent to the side extremities of the ve-
hicle. 

(4) Guard rear surface. At any height 
560 mm (22 inches) or more above the 
ground, the rearmost surface of the 
horizontal member of the guard must 
be within 305 mm (12 inches) of the rear 
extremity of the vehicle. This para-
graph shall not be construed to pro-
hibit the rear surface of the guard from 
extending beyond the rear extremity of 
the vehicle. Guards with rounded cor-
ners may curve forward within 255 mm 
(10 inches) of the side extremity. 

(5) Cross-sectional vertical height. The 
horizontal member of each guard must 
have a cross sectional vertical height 
of at least 100 mm (3.94 inches) at any 
point across the guard width. 

(6) Certification and labeling require-
ments for rear impact protection guards. 
Each rear impact guard used to satisfy 
the requirements of paragraph (a)(1) of 
this section must be permanently 
marked or labeled as required by 
FMVSS No. 223 (49 CFR 571.223, S5.3). 
The label must be on the forward-fac-
ing surface of the horizontal member of 
the guard, 305 mm (12 inches) inboard 
of the right end of the guard. The cer-
tification label must contain the fol-
lowing information: 

(i) The impact guard manufacturer’s 
name and address; 

(ii) The statement ‘‘Manufactured in 
ll’’ (inserting the month and year 
that the guard was manufactured); and, 

(iii) The letters ‘‘DOT’’, constituting 
a certification by the guard manufac-
turer that the guard conforms to all re-
quirements of FMVSS No. 223. 
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